
•  Highly effective SuperFilter II™ oil filter captures 
99% of all particles larger than 5 microns.

•  Special Cold Start valve™ that ensures immediate oil 
pressure at start-up. This lubricates the compressor 
without requiring an oil pump.

•  Stepless capacity control ensures that capacity is 
always adjusted to suit requirements.

•  Patented method of matching the internal volume 
ratio (V

i
) to the system volume ratio.

•  Integrated design with oil separator, compressor 
block, oil coolers, filters, etc. 

•  External oil cooling is available using high-efficiency 
thermosyphon or water-cooled oil cooler based on 
advanced plate heat exchanger technology.

•  All SAB screw compressor packages are supplied 
with Unisab ll control systems, ready to operate.

Customer benefits

•  Eliminates both cold and hot alignment. 
Longer service life for bearings and shaft seal.

•  Efficient oil management helps ensure longer 
bearing life, providing savings on both 
maintenance and replacement.

•  Lower operating costs and reduced maintenance.

•  Maximum part-load efficiency and lowest possible 
operating cost.

•  Lowest possible operating costs. The automatic 
setting ensures optimum performance regardless 
of variations in operating conditions.

•  Saves on space and reduces construction costs. The 
compact design also boosts reliability and extends 
service life. Easy access for operation and service.

•  Eliminates capacity and power penalties and thus 
reduces operating costs.

•  This makes efficient equipment management easy, 
ensuring better operating economics, less downtime 
and longer service life.
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